Pre-Use Check list for Starting
Film Processor
· Turn water drainage stopcock to OPEN position

· OPEN both water taps by turning counterclockwise

· Turn processor ON 

· Check liquid level in replenishment containers. Notify Technologist if they need refilling.
· Allow 30 minutes to warm up before using
· Sign the log book

· Fill in Pre-Use Checklist if turning ON Film Developer


(A requirement of OH&S Workwell Program)
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Date
	Log Book

signed
	Water

drainage stop cock open
	Both water taps open
	Processor ON
	Liquid Level checked
	Allowed 30 minutes to warm up
	Initials

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


           Safety Warnings
Film Processor
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· Gloves and lab coats are recommended 
· [image: image3.wmf]Safety glasses or goggles are recommended to prevent accidental eye contact from a splash
· Promptly wash after handling these chemicals
· Do not eat or drink in areas where chemicals are used or stored

· Spills and leaks should be cleaned up promptly
· Do not let any liquid drop inside the processor or run over the control. Liquids cause damage to the processor electronics

· Service and repairs must be performed by trained service technicians only
      With thanks to St. Joseph’s Healthcare



          FHSc. Safety Office
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Film Processor Maintenance
Daily Maintenance by Assigned Qualified Technologist Only
· remove dirt and dust from film-infeed with soft cloth
· check the liquid level in the replenishment containers and refill if necessary
· leave light protection cover open when no film is in the processor. This avoids condensation on feed tray

· after use, when work has been completed at the end of the day, drain water out of the machine. This avoids the growth of algae in the water

Monthly Maintenance
Regular cleaning of the Film Processor is performed by trained Service Technicians only, once per month.
	
Date
	Initials
	Daily
	Monthly
	Comments

	
	
	Remove dirt/dust
	Check level in replenishment containers
	Drain water out of processor
	Checked by Service Technician
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


Film Processor Pre-Use Checklist





Film Processor Maintenance








