HYPOXIC CHAMBER
* SAFETY BULLETIN *
	POTENTIAL HAZARDS

· COMPRESSED GASES
· EXPLOSION

· ELECTRICAL SHOCK

· UV EXPOSURE (if applicable)


· WEAR COTTON GLOVES WHEN WORKING WITH SHARP OBJECTS; REMOVE JEWELRY & KEEP NAILS TRIMMED TO AVOID PUNCTURING THE GLOVES.
· DO NOT USE AN OPEN FLAME OR CREATE SPARKS, ESPECIALLY IN HYPEROXIC CONDITIONS.

· FOLLOW ALL SAFETY GUIDELINES PERTAINING TO THE USE OF COMPRESSED GASES.

· DO NOT EXCEED MAXIMUM:

Inlet pressure - 15 psi
O2 controller output – 40 scfh
O2 in chamber – 60%
· ENSURE SAFETY RELIEF VALVES WORK PROPERLY BEFORE LEAVING EQUIPMENT UNATTENDED.
· INTERNAL PLUG MUST NOT BE EXPOSED TO LIQUIDS.
· DO NOT EXPOSE EYES OR SKIN TO DIRECT UV LIGHT.  USE UV-BLOCKING EYE/FACE PROTECTION AND COVER ALL EXPOSED SKIN. 
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